Metropolitan ID Tag Locations

All ID tags are available from us to purchase on line or by phone. Our part number is listed uhee
picture of eachtag. Engines were painted greeinour part number EN1247 aerosol spray can.

Engine - All engine serial number tags arersfzed on an aluminum tag thatcisld riveted to the right
side of the engine. They are right under the head in the center of the block

1. 1200 cc A series.All engine serial numbers begin with the prefix &@rting with engine number 1G
880854. Austin (in script forn) is cast in théower rightsection of the blockear the starter.These
were installed from chassis serial numbet@1 to E11001 This engine was coupled to the short
transmissiorwith a mechanical clutch see transmission sectibelow.

EN 98- ID Tag EN 38 Engine ID Tag Rivet
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2. 1200 cc, B SeriesAll serial numbers begin with the prefix Z&rting with engine number 260000
1200 is cast in the lower left section of the bloelar the fuel pumpThese were installeddm chassis
serialnumber E11001to E- 21007. This engine was coupled to the long transmission with a hydraulic
clutchi see transmission section below.

EN 98- ID Tag EN 38- Engine ID Tag Rivet




3. 1500 cc AL ow ACsermlnumberegirowittothe prefix IHstarting with engine
number IH140001 1500 is cast in the lower left sectiditioe block near the fuel pumprhey were
installed fom chassis serial numberZ008to E-43115. This engine was coupled to the long
transmission wh a hydraulic clutchi see transmission section below.

EN 98- ID Tag EN 38- Engine ID Tag Rivet




4, 1500 cc dAHi gh @bseqarnenthers begnavith the prefix 15MH, C-N-H, or FN-
H. 1500 is cast in the lower ledection éthe block near the fuel pumgrhis engine was fitted with a
full flow canisteril filter. They were installed from chassis serial number E 431fltetend of
production E 9598). This engine was coupled to the long transmission with abjidrclutchi see
transmission section below.

EN 98- ID Tag EN 38- Engine ID Tag Rivet




Engine Date COdECyIinder block cast dates are on the right side of the block near thaliirectty

above where the oil pan attachéhey havehree digits the first digit is the day, the second diigi the
month, and the last digit tke year.

February 27, 196

May 21, 1954



Transmission Identification There were two basic transmissions used in the Metropolitan. For

simplei denti cation purposes they are indentifed as
differences in the long transmissions such as starter lofzdicking plateand the rear seal, etc. The short
transmission is 21 inches in length and way aisked on the 1200 cc A engine frahmssis serial number E

1001 to E11003 It was fitted with a mechanical clutch. The long transmissiBndso i n | engt h a
on the balance of the serial numbers. It was fitted with a hydraulic clutch.

ShortTransmission 21 inches

Long Transmissioii 32 inches



